
PRESSURE SENSITIVE  
ADHESIVE TAPES 
THERMAL MANAGEMENT 
RELIABLE STRONG BONDING



Types
  Acrylate or silicone
  Dielectric
  With or without dielectric polymer
  Quick tack or freely repositioned
  Hard or soft
  High or low conformity
  Adhesive combinations

properTies
  High thermal conductivities (0.7 to 3 W/mK) 
  Low thermal resistances (0.2 to 0.8 °C-inch²/W)
  High breakdown voltages (> 2 kV (AC))
  Wide thickness range 0.10 to 3.0 mm
  High shear and peel off strengths
  High temperature resistance and reliability

please contact us as your development partner.

PSA TAPES  
THERMAL MANAGEMENT  
reLiABLe sTroNG BoNDiNG
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AssemBLy sCHemeCoNsTrUCTioN

  manufactured by large and small coating units
  processed by slitting, die and rotary punching

sheet
Double release liner 
used for punched parts   

roll
single release liner  
and self wound rolls of  
a designated width

PRODUCts
ΔT DATA

 

0
0

50

100

500 1000 1500 2000

150

200

250

300

350

400

450

0

1

2

3

4

0

20

40

60
 

0

3

6

9

12

0

20

40

60
 

PSA 

PET Release Liner

Release Liner

PSA 
PET Release Liner

0

4

2

8

6

10

0

1

2

3

4

Linse

LED PCB

PSA
TIM

Kühlkörper

Sc
he

rf
es

tig
ke

it 
 P

SI

Stunden @ 150°C

∆
T 

(°
C)

 @
 1

2 
W

 / 
in

ch
2

W
/m

K

P
E-

fil
m

TAT-J
-P

E

TAG-T
0250-A

C

TAG-Q
0250-A

C

TAT-M
200-S

I

TAT-N
0250-A

C

TAG-L
0250-A

C 

APPLICATION

HALA Contec GmbH & Co. KG / Hans-Böckler-Straße 15 / D-73230 Kirchheim u. T. / Fon +49 7021 73141-0 / Fax +49 7021 73141-99 / contec@hala-tec.de / www.hala-tec.de
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